Addendum No. 4
to the
Bid Documents
(plans/drawings/project manual)
for the
CITY CENTER IN CLARKSTON STREETSCAPE PROJECT
P1#0007613

Date of Addendum Issuance: July 27", 2017

Please refer to the following Question received on July 27" and the follow-up Answer:

Question: The ornamental fence in the “summary of quantities” is called out as 6’ high. The
detail on sheet 29-019 calls it out as 48” height. Please Confirm”

Answer: The ornamental fence should be 6” high. Please refer to the corrected plan sheet
#29-019 as attached
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(28) SCROLLED VERTICAL STEEL SLATS
ARE FORMED FROM SECTIONS OF
174" x 1-172" SOLID STEEL BARS
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CLEARANCE FOR 3/8"
ANCHOR BOLTS

INTEGRAL WELDED CROSS-MEMBERS
OF 1-7/8" TUBLLAR STEEL

T2-1/4" CENTER-TO-CENTER \

CENTER-TO-CENTER DISTANCES ARE APPROXIMATE
CVARTATIONS IN CASTINGS ARTSE FROM DIFFERENT RATES [F COOLING)

1-5/16" TUBLLAR STEEL RUNG
USED FOR ADDITIONAL SUPPCRT

A" x 2-172"
HORTZONTAL
SOLID STEEL BAND

(42) 378" x I
VERTICAL
STEEL BARS
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AVAILABLE OPTIONS:

374" SUIARE
ANCHOR BOLT HILES

/8" SILID
STEEL TOP RING

36-GALLON CAPACITY HIGH
DENSTTY PLASTIC LINER

(WEIGHT NOT TO EXCEED 6 LBS.)
SITS IN 3/8" x 3" SUPPRT BARS

(4) LEVELING FEET WITH
A 3/8" DIAMETER

THREADED STEEL SHAFT

AVATLABLE [PTIONS
POWDER COATING

10 STANDARD COLERS, CUSTOM COLORS CINCLUDING THE RAL RANGE)

CUSTOM PLAGLES

ENGRAVED CAST BRINZE PLABLES

NOTES:
OUCTILE IRON CASTINGS COME WITH A TEN YEAR WARRANTY AGAINST BREAKAGE.
ORAWING NOT TO SCALE. DO NOT SCALE DRAWINGS.
ALL FABRICATED METAL COMPONENTS ARE STEEL SHOTBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND ELECTROSTATICALLY
PONOER-COATED WITH T.6.1.C. POLYESTER POWDER COATINGS. PRODUCTS ARE FULLY CLEANED AND PRETREATED, PREHEATED
AND COATED WHILE HOT 7O FILL CREVICES AND BUILD COATING FILM. COATED PARTS ARE THEN FULLY CLRED T0 COATING
MANUFACTURER' S SPECIFICATIONS. THE THICKNESS OF THE RESLLTING FINISH COAT AVERAGES B-10 MILS (200-250 MICRONS)
[T IS NOT RECOMMENDED TO LOCATE ANCHIR BOLTS UNTIL BENCH IS IN PLACE. THIS VICTOR STANLEY, INC. PRODUCT

MUST BE PERMANENTLY AFFIXED TO THE GROUND. CONSULT YOUR LOCAL CODES FOR RECULATIONS,

ANCHOR BOLTS NOT PROVIDED BY VICTOR STANLEY, INC.
FOR HIGH SALT ABUSIVE CLIMATES, HOT DIP GALVANIZING BEFORE POWDER COATING IS AVAILABLE. SEE WRITTEN SPECIFICATIONS FOR DETAILS.
ALL SPECIFICATIONS ARE SUBJECT TO CHANGE. CONTACT MANUFACTURER FOR DETAILS

THIS PRODUCT IS SHIPPED FULLY ASSEMBLED
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INTERMEDTATE & CENTER ARMRESTS

4,8, & 8" AVAILABLE WITH OPTIONAL ARMRESTS
LENGTHS

STANDARD 4
STANDARD 6" LENGTH SHIWN
STANDARD 8

DETAIL - BENCH

SCALE: N.T.S.

PONDER COATING LIDS
10 STANDARD COLORS, CUSTOM COLORS CINCLLDING THE RAL RANGE)

CUSTOM PLAGUES & DECALS
AVAILABLE WITH STEEL PLARLES IN VARIOUS SIZES AND PRESSLRE SENSITIVE
VINYL CUTOOOR DECALS. SECLRITY

STANDARD TAPERED FORMED LIO. AVAILABLE WITH OPTIONAL
§-2 FORMED DOME (AS SHOWND, S-2 FORMED DOME WITH STAINLESS STEEL ASHTRAY
AND 0S-32 FORMED DOME WITH SELF-CLOSING DOCR.

LID IS SECURED WITH VINYL COATED GALVANIZED STEEL AIRCRAFT CABLE.
CABLE IS LOOPED ARCUND WELDED IN PLACE ATTACHMENT BRACKETS AND

(RIMPED IN PLACE. AVAILABLE WITH OPTIONAL MCUNT WITH
3 IN-LINE ANCHOR HOLES AND DPTIONAL BOTTOM PLATE COVER.

NOTES:
1. ORAVINGS NOT TO SCALE. OO NOT SCALE DRAWINGS.

2. ALL FABRICATED METAL COMPONENTS ARE STEEL SHOTBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND ELECTROSTATICALLY POWDER-COATED WITH T.G.I.C. POLYESTER POWDER
COATINGS. PRODUCTS ARE FULLY CLEANED AND PRETREATED, PREHEATED AND COATED WHILE HOT TO FILL CREVICES AND BUILD FILM COATING. COATED PARTS ARE THEN FULLY CLRED
T0 COATING MANUFACTURER'S SPECIFICATIONS. THE THICKNESS OF THE RESLLTING FINISH AVERAGES B-10 MILS (200-250 MICRINS)

3. THIS VICTOR STANLEY, INC. PRODUCT MUST BE PERMANENTLY AFFIXED TO THE GROLND. CONSLLT YOUR LOCAL CODES FOR REGULATIONS.

4, VICTOR STANLEY, INC., PLASTIC INNER LINERS ARE MOLDED DN TOOLING DESIGNED FOR AND OWNED BY VICTOR STANLEY, INC. THEY OFFER MAXIMUM CAPACITY AND STRENGTH WITH
LIGHTWEIGHT CONSTRUCTION USING CRITICAL MOLDED RIBS, INTEGRAL HANDHOLOS, AND HIGH-STRENGTH MATERTALS. THIS MINIMIZES HANDLING DIFFICLLTY AND FACILITATES EASY

EMPTYING AND STORAGE WHILE AFFORDING LONG SERVICE LIFE.

BENCH
MANUFACTURER MODEL # SIZE FINISH COLOR
VICTOR STANLEY CR—18 6’ STD. 8=10 MM THICK | VS—BLACK

POWDER COATED

MAGLIN MLB390 70" STD. 8=10 MM THICK BLACK
POWDER COATED

LANDSCAPE FORMS | SCARBOROUGH | 727 STD. 8=10 MM THICK BLACK
POWDER COATED

*OR DEPARTMENT APPROVED EQUAL

GENERAL NOTES:

1. ALL BENCHES AND TRASH RECEPTACLES TO BE ANCHORED INTO CONCRETE

WITH AT LEAST 3" LONG, HOT—DIPPED GALVANIZED ANCHOR BOLTS.
ANCHOR BOLTS AND INCIDENTALS TO BE INCLUDED IN BENCH UNIT PRICE.

2. ALL BENCHES, TRASH RECEPTACLES, AND ORNAMENTAL FENCING TO BE
APPROVED BY THE CITY BEFORE PURCHASE AND INSTALLATION.

DOUBLE RING Adornament option
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(See Cross- Section Below)
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Bracket Options

Specially formed high strength
architectural shape.
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RAKING DIRECTIONAL ARROW
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E-COAT COATING SYSTEM

Base Material

Uniform Zinc Coating
(Hot Dip)

Zinc Phosphate Coating

Epoxy Primer

Acrylic Topcoat

FLAT MOUNT

BRACKET

DETAIL - DECORATIVE FENCE

SCALE: N.T.S.

5. ANCHIR BOLT NOT PROVIDED BY VICTIR STANLEY, INC.
6. FIR HIGH SALT ABUSIVE CLIMATES, HOT DIP GALVANIZING BEFCRE PONDER CTATING 1S AVATLABLE, SEE WRITTEN SPECTFICATIING FIR DETALLS,
7, AL SPECIFICATIONS ARE SUBJECT T0 CHANGE. CONTACT MANLFACTLRER FIR DETALLS,
. THIS ARUDICT IS SHIPPED FULLY ASSEMBLED,
DETAIL - TRASH RECEPTACLE
SCALE: N.T.S.
TRASH RECEPTACLE
MANUFACTURER MODEL # SIZE FINISH COLOR
VICTOR STANLEY S—42 36 STD. 8=10 MM THICK |VS—BLACK
GALLON POWDER COATED
MAGLIN MLWR200 32 STD. 8=10 MM THICK | BLACK
GALLON POWDER COATED
LANDSCAPE FORMS | SCARBOROUGH 30 STD. 8=10 MM THICK | BLACK
GALLON POWDER COATED

DECORATIVE FENCE
MANUFACTURER MODEL # SIZE FINISH COLOR
AMERISTAR MONTAGE PLUS| 72” |E—COAT™ PROTECTIVE| BLACK
CLASSIC FINISH
iINTEGRITY BELLA VISTA 72" THE LifeCoat™ BLACK
PREMIER POWDER COATING
JERITH BUCKINGHAM 72" FencCoat® POWDER BACK
COATING

*OR DEPARTMENT APPROVED EQUAL

*OR DEPARTMENT APPROVED EQUAL

! AMEC

REVISION DATES

07/27/17

LANDSCAPING PLAN AND DETAILS
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